
 
 
 
 

 
 
 Class III & IV Receiver (Max-Frame)  

 

• Max-Frame Receivers are Designed for Trucks, Vans and Sport Utility Vehicles  

 
 

• Designed for Today's Stylish Sport Utility Vehicles, Round Tube Receivers Complement a Vehicles Appearance   
• All Frame Attachment   • 2" Square Receiver Opening  

 • J-Pin® ready  

 • Black Powder Coat Finish  

• Rated up to 6,000 lbs. (GTW) Weight Carrying (WC)   
• Rated up to 11,000 lbs. (GTW) with Weight Distributing (WD)  
• Solid All-Welded Construction for Maximum Strength and Safety   • Custom Built According to Manufacturer & Model Year  

 • Ensures Perfect Fit and Top Towing Performance  

 • Computer-Aided Design and Fatigue Stress Testing  

• Designed to Withstand Road Abuse Within Specified Capacities   
• Backed by a Nationwide Limited Lifetime Warranty 

 Class III & IV Receiver (Max-E-Loader)  
 
 

 

• Max-E-Loader's Long Side Bracket Design Distributes the Towing Load Over a Greater Portion of the Tow Vehicle 
Frame, Making it the Ideal Receiver for Maximum Duty 12,000 lbs. (GTW) Applications   • All Frame Attachment  

 • 2" Square Receiver Tube Opening  

 • J-Pin® Ready  

• Black Powder Coat Finish   
• Rated up to 6,000 lbs. (GTW) Weight Carrying (WC)   • Rated up to 12,000 lbs. (GTW) with Weight Distributing(WD)  • Solid All-Welded Construction for Maximum Strength and Safety  

 • Custom Built According to Manufacturer & Model Year  

 • Ensures Perfect Fit and Top Towing Performance  

• Computer-Aided Design and Fatigue Stress Testing   
  • Designed to Withstand Road Abuse Within Specified Capacities  

• Backed by a Nationwide Limited Lifetime Warranty 
 

Class IV Receiver (Ultra Frame)  

 
• Designed for Full-Size Long Wheel Base Trucks, Vans and Utility Vehicles with Full Frames and Heavy-Duty 

Suspensions  

• Ideal for Marine and Commercial Use  

• Strong, Secure Heavy-Duty Side Bracket Design  

• All Frame Attachment  

• 2" Square Receiver Tube Opening  

• Black Powder Coat Finish  

• Rated up to 12,000 lbs. (GTW) Weight Carrying (WC)  

• Rated up to 15,000 lbs. (GTW) with Weight Distributing (WD) 



 • Solid All-Welded Construction for Maximum Strength and Safety  

 • Custom Built According to Manufacturer & Model Year  

• Ensures Perfect Fit and Top Towing Performance   
• Computer-Aided Design and Fatigue Stress Testing   • Designed to Withstand Road Abuse Within Specified Capacities  

 • Backed by a Nationwide Limited Lifetime Warranty 
 
  
 
  
 


